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NOTE ¢

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WiLL NOT OPCLRATE CONCURRENTLY.

Y RIGHT OF WAY

LINE

US.ALT 40 (Main St) S»

— . CONSTRUCTION DETAILS

INSTALL 'CONCRETE FOUNDATION WITH 8’~7" (CUT JUST ABOVE THE R10-3(1) SIGN) STEEL
PEDESTAL POLE WITH BREAKAWAY BASE (SEE MODIFIED PEDESTAL POLE FOUNDATION DETAIL
ON SHEET 2), AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING
ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ "PUSH BUTTON TO CROSS MAIN
STREET”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS
IN PEDESTAL BASE). - : : _

INSTALL CONCRETE FOUNDATION WITH 8’'-7" (CUT JUST ABOVE THE R10-3(1) SIGN) STEEL
PEDESTAL POLE WITH BREAKAWAY BASE (SEE MODIFIED PEDESTAL POLE FOUNDATION DETAIL
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING
ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ "PUSH BUTTON TO CROSS MAIN
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GENERAL NOTES

1.. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,

ROADWAY PROFILE GRADE FOR OPEN SECTIONS,

STREET”). (INSTALL 1-3 IN. SCHEDULE 80,
IN PEDESTAL BASE).
. USE EXISTING STEEL PEDESTAL POLE.

AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON
- LEFT AND R10-3(1) SIGN. (SIGN TO READ

90 DEGREE PVC ELECTRICAL CONDUIT BENDS

REMOVE EXISTING PEDESTRIAN SIGNAL HEADS,
PUSHBUTTON AND R10-4(1) SIGN AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEADS.,
INSTALLED WITH VIBRATING ARROW POINTING
“PUSH BUTTON TO CROSS MAIN STREET").

AS SPECIFIED IN MD 816.03.,
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTIL
TO INSTALLING PROPOSED SIGNAL EQUIPMENT.
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE

PESE%%%L1BBSEN SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN EXISTING
A , _
USE EXISTING STEEL PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS
AND PUSHBUTTON AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD.

REMOVE EXISTING PEDESTRIAN POLE. REMOVE FOUNDATION 12 IN. BELOW GRADE.

USE EXISTING STEEL PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS,
PUSHBUTTON AND R10-4¢1) SIGN AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD(S).
USE EXISTING POLE MOUNTED CABINET AND CONTROLLER. INSTALL AUDIBLE/TACTILE
PEDESTRIAN PUSHBUTTON BASE UNIT AND ONE 2 INCH BLIND COUPLING IN BOTTOM OF
POLE MOUNTED CABINET BY FIELD DRILLING HOLE INTO EXISTING STEEL POLE A
MINIMUM OF 12 INCHES FROM EXISTING BLIND COUPLING. .

USE EXISTING MAST ARM POLE. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS,
PUSHBUTTON AND R10-4(1) SIGNS AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD.
REMOVE EXISTING SIDEWALK AND INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL

CONDUIT - TRENCHED AND REPLACE SIDEWALK.

INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED.

. INSTALL HANDHOLE.

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT. -

CAP AND ABANDON EXISTING CONDUIT

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED

INSTALL CONCRETE FOUNDATION WITH 8’'~7" (CUT JUST ABOVE THE R10-3(1) SIGN) STEEL
PEDESTAL POLE WITH BREAKAWAY BASE (SEE MODIFIED PEDESTAL POLE FOUNDATION DETAIL

ON SHEET 2), AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW
POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ "“PUSH BUTTON TO CROSS WATER STREETY).
( INSTALL 1-3 IN. SCHEDULE 80.
INSTALL CONCRETE FOUNDATION WITH 8'—7" (CUT "JUST ABOVE THE R10-3¢1) SIGN) STEEL
PEDESTAL POLE WITH BREAKAWAY BASE (SEE MODIFIED PEDESTAL POLE FOUNDATION DETAIL

ON SHEET 2), AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW
POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS WATER STREET”)

( INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE ).
INSTALL CONCRETE FOUNDATION WITH 8'-7" STEEL PEDESTAL POLE WITH BREAKAWAY BASE (SEE
MODIFIED PEDESTAL POLE FOUNDATION DETAIL ON SHEET 2)., AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SICGN

TO READ ”“PUSH BUTTON TO CROSS MAIN STREET”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE

90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE).

PROJECT ENGINEER.

PRICR TO INSTALLATION.

SIGNAL.

EACH CABLE.
6. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.

3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLE TGO THE APPROPRIATE TERMINALS AND PROPERLY LABEL

4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW

7. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS

CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT.

8. REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT WITHIN INTERSECTION.
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